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® TEMPERATURE RANGE, ® INERT TO ALL COMMON 3

—450° F UP TO +600° F - CHEMICALS (pH 0-14)
e PRESSURE RANGE, FULL ) e MEETS FDA REQUIREMENT
VACUUM UP TO 3000 PSIG 21 CFR 177.1550

Manufactured under U.S. Patent no. 5,098,625.
INERTEX® is a registered trademark of INERTECH, Inc.
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The Sealing Technology Of The Fu  ‘ ilabl GASKET

INERTEX * is u Registered Trademark of INERTECH . INC.




from - 450° F to + 600° F

® Unaffected by common chemicals,
pH range, 0-14

® Non-contaminating, non-toxic

® FDA suitable (FDA 21 CRR177.1550)

® Will not age or harden in service

® Extremely strong; pressure range from full
vacuum to 3000 PSI

STANDARD AND CUSTOM SIZES
FOR ANY NEED

INERTEX ® UHF Joint Sealant can be ordered
in a wide variety of sizes and lengths. All sizes
with the exception of IMM include an easy
peel, self-adhesive backing. Custom sizes and
shapes are available for spccml applications.
Consult your INERTEX distributor about
custom INERTEX ® products.

MFG. UNDER U.S. PATENT NO. 5,098,625
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width of the sealing surface.
2. Peel off the adhesive backing as
around the flange inside the bo
3. Overlap ends about 3/4" ata b

4. Follow standard torquing sequ

tighten.

INERTECH CUSTOMER SE|

INERTECH manufactures a full |
sealing products including Gasket
Tape, Joint Sealant, Valve Stem P
Tape and EZ-Seal Insertable Gask
tance with custom applications or
mation, consult your INERTEX ¢
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